Date: Thu, 9 Sep 93 04:30:15 PDT 

From: Ham-Digital Mailing List and Newsgroup <ham-digital@ucsd.edu> 
Errors-To: Ham-Digital-Errors@UCSD.Edu 

Reply-To: Ham-Digital@UCSD.Edu 

Precedence: Bulk 

Subject: Ham-Digital Digest V93 #34 

To: Ham-Digital 


Ham-Digital Digest Thu, 9 Sep 93 Volume 93 : Issue 34 


Today's Topics: 
AEA PK232 MBX, TAPR Enhancements, Software for sale 
Baycom and DCD? 
BPQ for Data Engine Terminal Configuration 
DRSI attach line for NOS 
Is there a shareware/free WEFAX decoding program? 
Looking for Amiga Driver/Library 
Need packet addresses 
SCDX 2186 
TCP/IP frequencies???? 


Send Replies or notes for publication to: <Ham-Digital@UCSD.Edu> 
Send subscription requests to: <Ham-Digital-REQUEST@UCSD.Edu> 
Problems you can't solve otherwise to brian@ucsd.edu. 


Archives of past issues of the Ham-Digital Digest are available 
(by FTP only) from UCSD.Edu in directory "mailarchives/ham-digital". 


We trust that readers are intelligent enough to realize that all text 
herein consists of personal comments and does not represent the official 
policies or positions of any party. Your mileage may vary. So there. 


Date: 8 Sep 93 14:51:05 GMT 

From: ogicse!uwm.edu!math.ohio-state.edu!news.acns.nwu.edu!casbah.acns.nwu.edu! 
rdewan@network.ucsd.edu 

Subject: AEA PK232 MBX, TAPR Enhancements, Software for sale 

To: ham-digital@ucsd.edu 


FOR SALE 


AEA PK232 MBX, TAPR Enhancements and PkT Gold Software 


AEA PK232 MBX 
CW,RTTY, AMTOR, VHF/HF Packet, etc 
Includes mail box 


TAPR enhancements - tested and working fine - all documentation included 
9600 baud G3RUH/KN9G modem - great for terrestrial high speed pkt 
easily selected using ALTMODEM command 
DCD state machine 
Allows TNC to be used with squelch wide open - pick out weaker 
signals. Tremendous improvement for packet radio. TNC detects 
data not by opening of squelch as in conventional operation 
but by being able to recover the clock. Makes TNC work for much weaker 
signals. 
Modem disconnect board 


PktGold Software for the AEA232 
Registered copy with printed manual 


Three radio cables for PK232. 
All for $300 including shipping in US. (COD if desired is extra). 


Rajiv 
aa9ch 
Address: r-dewan@nwu. edu 


Date: 8 Sep 93 20:41:23 GMT 

From: ogicse!hp-cv!sdd.hp.com!vixen.cso.uiuc.edu!milo.mcs.anl. gov! 
chbmac01.el.anl.gov!user@network.ucsd.edu 

Subject: Baycom and DCD? 

To: ham-digital@ucsd.edu 


In the manual - "Baycom.DOC" the author suggests that it may 
be possible to use a DCD (Software carrier detect) device with the 


baycom type modems. Has anyone tried this? Here is the note from 
"Baycom.DOC" that caught my eye: 


CARRIER DETECT WITH XR2211 


DCD Diagram Here 


Analogue - DCD with XR2211 for 1200/2200 Hz 


The design of the Circuit consists of known principals, for problems 
with 

it see also the already mentioned script MODEMTECHNIK FOR THE 
FUNKAMATEUR. 

Every time when the PLL is not active, the received Data is able to be 

suppressed, it is able to be worked therefore, with open Noise 
suppressor 

(Squelch). Typically the XR2211 requires approximately 4mA, that is, it 
also 

possible for this to be supplied from the Serial Port without problems. 


Has anyone seen this modification? Please e-mail or post the diagram, or 
let me know where I can get (ftp ) the files. Thanks. 
de wo9k 


"If I told you all that went down, it would burn off both your ears..." 
-Robert Hunter/Jerry Garcia 


Date: 9 Sep 93 01:34:39 GMT 

From: news-mail-gateway@ucsd.edu 

Subject: BPQ for Data Engine Terminal Configuration 
To: ham-digital@ucsd.edu 


From: -Steve Schallehn KBOAGD Date: 6 Sep 93 21:28:59 GMT 


>some time now, but as of yet has not figured out the best terminal 
>settings for the DataEngine's serial port. I have tried 9600 bps, 8 
>data bits, 1 stop bit, no parity, half-duplex, with translate CR to 


>CR/LF, but it still does not work well. 


Steve: 


If memory serves, the serial port is run as a KISS or NetRom Serial 

(NRS) protocol interface when the BPQ node firmware is in control. This 
allows the node to communicate with another TNC which is either in 

KISS mode or has a Netrom (compatible) program installed. There is also 
multidrop kiss, but that is another issue. What I believe is NOT 
supported is standard ASCII i/o on the serial port which is probably what 
you are looking for. I am assuming you are talking about running with 
the AUX switch depressed so that the data engine is using the BPQ node 


program. 


The workaround is to use a terminal program which communicates in the 
appropriate mode over its serial port (KISS or NRS). I use this approach 
in my test configuration for JNOS40, and it works just fine. Your 
terminal becomes another TNC to the BPQ node. Terminal programs which 
will serve this purpose are any NOS variant or the BPQ node software for 


the PC. 


Drop me a direct line (wg0b@delphi.com) so I can get a good address 


for you. I have some other things I want to discuss with you. 


That's it for now. 


73, 


Doug Thompson, WGOB 


Packet: wgOb@kOhyd.d#scks.ks.usa.noam 
tcp/ip: wgOb.ampr.org (44.122.0.8) 
Internet: wgQb@delphi.com 


Telconet: (316) 688-0004 


STUFF: Junk we keep..... JUNK: Stuff we throw away 


Date: 8 Sep 93 20:17:45 GMT 

From: att-out!cbfsb!cbnews! cbnewst! cbnewsm! gdo®%aloft.att.com@RUTGERS .EDU 
Subject: DRSI attach line for NOS 

To: ham-digital@ucsd.edu 


Many thanks to those who replied to my query on use of my new DRSI interface 
under NOS. For those who might be interested, here are the correct entries 
to be included in my autoexec.nos file: 


attach scc 1 init 0x300 0 2010 7 p4915200 8 
attach scc 0 ax25 dr0O 236 d1200 1024 n3bda-10 
attach scc 1 ax25 dr1 236 d9600 1024 n3bda-12 


I was close, but I messed up some of my parameters. Special thanks to John 
Spitznagel, KD4IZ who supplied me with the right parameters. I am now working 
fine. The NOS manual mentions an “attach drsi" command which is supposed 

to set up a DRSI board. My software choked on this, but as Dennis 

Jacobson, N6NG pointed out, my copy probably doesn't have the DRSI code 
compiled in. Many of these features are left out by default to make a smaller 
executable. 


Again TNX to all ... de N3BDA 


Glenn D. O'Donnell, N3BDA Internet: gdo@aloft.att.com 
AT&T Bell Laboratories Packet: n3bda@n3dpu.#epa.usa.na 
Allentown, PA Home QTH: Palmerton, PA 


Date: 8 Sep 93 21:05:31 GMT 

From: ogicse!cs.uoregon.edu!sgiblab!spool.mu.edu!darwin.sura.net!mojo.eng.umd.edu! 
mebly@network.ucsd.edu 

Subject: Is there a shareware/free WEFAX decoding program? 

To: ham-digital@ucsd.edu 


The subject just about says it all... 


I have this shiny new MultiMode controller ( :-) ) which says it will receive 
and display WEFAX. It did not, however, come with appropriate software. 


Is there anything either shareware or, preferably, free which will display 
this stuff. 


Mac or PC is OK. 


Please respond via e-mail. If there is sufficient interest, I'll posta 
summary . 


Thanks in advance. 


Mark Bailey KD4D Motto: Life's too short to drink cheap beer. 
mebly@eng.umd.edu Disclaimer: I didn't really say this. 


Date: Tue, 7 Sep 1993 19:27:02 GMT 

From: dog.ee.lbl.gov!agate!spool.mu.edu!sdd.hp.com! portal! Lhaven.UUmh.Ab.Ca! 
combdyn! lawrence@network.ucsd.edu 

Subject: Looking for Amiga Driver/Library 

To: ham-digital@ucsd.edu 


There are two items that I'd like to find (or see) for the Amiga. 


The first is an XPR library that implements YAPP. That way I (we) can use any 
XPR supporting terminal program and YAPP files around to our hearts content. 


The other is an SANA-IT device driver for a KISS TNC. That way I (we) can use 


a real TCP/IP package instead of NOS, and make real use of the Amiga's 
multitasking...instead of the task switching that NOS tries to do. Of course 
the driver will have to be packaged with NETROM and AX.25 session support.... 
somehow. 


| WORK: lawrence@combdyn.com | (403)529-2162 | (403)529-2516 | CallSign 
| HOME: dreamer@lhaven.uumh.ab.ca | (403)526-6019 | (403)529-5102 | VE6LKC 


disclamer = (working_for && !representing) + (Combustion Dynamics Ltd.); 


Date: 8 Sep 93 23:22:58 GMT 

From: ogicse!uwm.edu!math.ohio-state.edu!magnus.acs.ohio-state.edu! 
rlong@network.ucsd.edu 

Subject: Need packet addresses 

To: ham-digital@ucsd.edu 


A VK friend has asked me to get addresses for the following. Can anyone help? 
1. GLB Electronics 
2. GRAPES (Georgia Radio Amateur Packet Association). 


Thanks 
Ron w8gus 
rlong@magnus.acs.ohio-state.edu 


Date: Wed, 8 Sep 1993 06:39:32 GMT 

From: news.Hawaii.Edu!galileo!tholen@ames.arpa 
Subject: SCDX 2186 

To: ham-digital@ucsd.edu 


> TELEVISION IN SWEDEN--Sweden is the size and shape of California, yet has 

> only three national television networks, and no other terrestrial television 
> broadcasters. But there is room for many more stations. In comparison, to 

> take the example of a small American city, in San Francisco alone there are 
> 11 separate television stations. 


Shape is largely irrelevant, and I can think of places even larger than 
California or Sweden that have fewer television stations (Antarctica, for 
example). I would expect population to be the main point of comparison. 


And I doubt many San Franciscans regard their city as "small". Does this 
11 station figure include the whole Bay Area, that is, Oakland as well? 


The whole Bay Area is one of the largest markets in the world. 


Date: Wed, 8 Sep 1993 05:32:59 GMT 

From: netcomsv!netcom.com!magee@decwrl.dec.com 
Subject: TCP/IP frequencies???? 

To: ham-digital@ucsd.edu 


I would like to find out what the standard TCP/IP frequencies 
are on 2m and 70cm. Is there any band plan in use? 


Steve Magee, N2SM magee@netcom.com 


End of Ham-Digital Digest V93 #34 
KAKKKKKKKKKKKKKAKKKK KKK ERE RAK 


